
 

Version 2.1.10 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: September 27, 2022 
Release Number: 2.1.10 
Scope: Bug Fix Release 

Feature 
• Include GAPL option for Valve B to open a set time before the end of Close and 

through Rise. 

Enhancement 
• Increase analog input stability on older hardware with Core pressure transducers 

Bug 
• ALNM-811 Assert 11:3950 when using the change state function (button 5) 

• Assert happens when arrival sensor is enabled during Close 

• Flow rate Not shown in status or available through Modbus in Flow firmware 
 

https://etcorp.atlassian.net/browse/ALNM-811
http://gitlab.etcorp.int/etc-internal/sibbaldflat-plunger-lift-controller/commit/61e20ef43dfeeff7e6c3e202dc2c91f689085332
http://gitlab.etcorp.int/etc-internal/sibbaldflat-plunger-lift-controller/commit/03ac783322c3478ec73c68133d508547af2f4757


 

Version 2.1.9 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: June 3, 2022 
Release Number: 2.1.9 
Scope: Internal Release 

Internal Release Only 
 



 

Version 2.1.8 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: April 13, 2018 
Release Number: 2.1.8 
Scope: Bug Fix Release 

Bug 
 
• [ALNM-682] - Cycle Log Count Goes to Zero After Filling Up When Real-Time Logs Are 

Enabled 

• [ALNM-709] - Fast Trip Time is not in menu 1 

• [ALNM-716] - Sensor Readings Stored In Modbus Registers Don't Match Status Screens 
At High Pressures 

Task 
 
• [ALNM-628] - Switch to Visual Studio 2017 

 

http://jira.etcorp.int/browse/ALNM-682
http://jira.etcorp.int/browse/ALNM-709
http://jira.etcorp.int/browse/ALNM-716
http://jira.etcorp.int/browse/ALNM-628


 

Version 2.1.7 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: February 21, 2018 
Release Number: 2.1.7 
Scope: Bug Fix Release 

Bug 

• [ALNM-681] - Stack Overflow causes the Controller to restart. 

New Feature 

• [ALNM-687] - Support second pressure sensor in retrofit/mini controller 

http://jira.etcorp.int/browse/ALNM-681
http://jira.etcorp.int/browse/ALNM-687


 

Version 2.1.6 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: December 14, 2017 
Release Number: 2.1.6 
Scope: Bug Fix Release 

Bug 

• [ALNM-625] - Casing, Differential, and Flow showing up in Basic and Cost Reduced 
Simulator 

• [ALNM-664] - Cycle Restart Request State Should Be Read-Write 

• [ALNM-677] - Average velocities should be in cycle/daily/total logs for all builds 

• [ALNM-680] - Simulator built using Visual Studio 2017 doesn't run on some computers 

• [ALNM-685] - Status area plunger velocity doesn't get updated properly 

• [ALNM-686] - Yesterday's flow should not get converted to imperial/metric 

• [ALNM-688] - Danger Velocites Get Cutoff At 999 f/min 

• [ALNM-689] - Simulator modbus server can only listen on port 6300 

• [ALNM-690] - Simulator is configured to use x1 units internally 

• [ALNM-692] - Product option array should reserve some entries for future expansion 

• [ALNM-693] - Create Firmware Release 2.1.6 

• [ALNM-695] - Superior Basic Retrofit LCD screen showing random values at -10C 

New Feature 

• [ALNM-679] - Absolute pressure readings should report in kPa instead of x10 kPa 

http://jira.etcorp.int/browse/ALNM-625
http://jira.etcorp.int/browse/ALNM-664
http://jira.etcorp.int/browse/ALNM-677
http://jira.etcorp.int/browse/ALNM-680
http://jira.etcorp.int/browse/ALNM-685
http://jira.etcorp.int/browse/ALNM-686
http://jira.etcorp.int/browse/ALNM-688
http://jira.etcorp.int/browse/ALNM-689
http://jira.etcorp.int/browse/ALNM-690
http://jira.etcorp.int/browse/ALNM-692
http://jira.etcorp.int/browse/ALNM-693
http://jira.etcorp.int/browse/ALNM-695
http://jira.etcorp.int/browse/ALNM-679


 

Version 2.1.5 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: October 10, 2017 
Release Number: 2.1.5 
Scope: Bug Fix Release 

Bug 
• [ALNM-616] - Checkfail 14 when calculating average velocity for velocity log. 
• [ALNM-656] - Casing Pressure Threshold Shows False Value On Controller Screen 
• [ALNM-658] - Flow Rate Parameters Display Incorrect Units 
• [ALNM-659] - More errors in calculating total production volume in day and total stats 

New Feature 
• [ALNM-655] - Add engineering release numbers to modbus map 

 

http://jira.etcorp.int/browse/ALNM-616
http://jira.etcorp.int/browse/ALNM-656
http://jira.etcorp.int/browse/ALNM-658
http://jira.etcorp.int/browse/ALNM-659
http://jira.etcorp.int/browse/ALNM-655


 

Version 2.1.4 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: October 2, 2017 
Release Number: 2.1.4 
Scope: Bug Fix Release 

Bug 
• [ALNM-647] - Virtual Sensors Master build pressure/flow units via modbus are 

inconsistent 

New Feature 
• [ALNM-639] - Read yesterdays flow in Virtual Sensors Master 

http://jira.etcorp.int/browse/ALNM-647
http://jira.etcorp.int/browse/ALNM-639


 

Version 2.1.3 Software Release Notes 
 

Product: Plunger Lift Controller 
Date: October 2, 2017 
Release Number: 2.1.3 
Scope: Bug Fix Release 

Bug 
• [ALNM-634] - Valve B not Opening or Closing for Load Factor Build 

• [ALNM-644] - Function Call Arguments in Total Log Modbus Callbacks Are Incorrect 

• [ALNM-645] - Accumulated flow values are wrong over modbus 

• [ALNM-648] - Memory corruption when modbus accessing device log 

• [ALNM-650] - Inconsistent log retrieval via modbus 

• [ALNM-651] - Remove Extended Close and Extended Afterflow from modbus map 

• New Feature 

• [ALNM-403] - Add virtual pressures through Modbus on Alien 2 Expert 

• [ALNM-629] - Ensure simulator scales properly with changes to DPI settings. 

• [ALNM-635] - Realtime cycle log 

http://jira.etcorp.int/browse/ALNM-634
http://jira.etcorp.int/browse/ALNM-644
http://jira.etcorp.int/browse/ALNM-645
http://jira.etcorp.int/browse/ALNM-648
http://jira.etcorp.int/browse/ALNM-650
http://jira.etcorp.int/browse/ALNM-651
http://jira.etcorp.int/browse/ALNM-403
http://jira.etcorp.int/browse/ALNM-629
http://jira.etcorp.int/browse/ALNM-635


 

Version 2.1.2 Software Release Notes 
 
Product: Plunger Lift Controller 
Date: September 22, 2017 
Release Number: 2.1.2 
Scope: Bug Fix Release 
 

Bug 

• [ALNM-577] - Checkfails testing 2.1.0 

• [ALNM-627] - "Unused Screen" Showing Up On Pit Boss II Flow 

• [ALNM-634] - Valve B not Opening or Closing for Load Factor Build 

• [ALNM-636] - Virtual Sensor readings on status window don't match what's written via 
modbus 

• [ALNM-638] - Allow virtual pressures to be read at analog pressure input registers 

• [ALNM-641] - Open CP screens not displayed when CP sensor is set to Virtual 

• [ALNM-642] - Pressure optimization trip/reset points are limited to sensor range when the 
sensor is set to virtual 

http://jira.etcorp.int/browse/ALNM-577
http://jira.etcorp.int/browse/ALNM-627
http://jira.etcorp.int/browse/ALNM-634
http://jira.etcorp.int/browse/ALNM-636
http://jira.etcorp.int/browse/ALNM-638
http://jira.etcorp.int/browse/ALNM-641
http://jira.etcorp.int/browse/ALNM-642


 

Version 2.1.1 Software Release Notes 
 
Product: Plunger Lift Controller 
Date: June 27, 2017 
Release Number: 2.1.1 
Scope: Bug Fix Release. 

Bug 

• [ALNM-233] - When restarting from Hold Open/Closed the controller goes haywire 

• [ALNM-317] - Simulator does not replace documentation and graphical interface when 
installed over top of existing simulator 

• [ALNM-384] - Virtual Flow Rate bugs. 

• [ALNM-515] - Fluid then Gas optimization changes Close time when plunger arrives late 

• [ALNM-532] - Alien 2 Plunger Stats Reset At 1000 miles 

• [ALNM-533] - Afterflow setting changes 

• [ALNM-534] - Stealth Delete Button Not Working v2.0.0 

• [ALNM-555] - Afterflow Setting Displays Wrong in Well Setup Menu 

• [ALNM-572] - Assert thrown when exiting Alarms screen on PITBoss 

• [ALNM-576] - Controller restarts twice when Vision SCADA Viewer tells it to restart 

• [ALNM-578] - Assert thrown in Security Menu 

• [ALNM-582] - Reset occurs when writing virtual tubing pressure 

• [ALNM-585] - Virtual sensors allow you to set stable time even though it has no function 

• [ALNM-588] - Virtual Sensors not available for Flow CP and TP for Basic controller 

• [ALNM-596] - Out of bounds calculation for Load Factor 

• [ALNM-599] - SW Variant screen doesn't work for all variants 

• [ALNM-602] - Can't modify Close or Afterflow in Settings menu 

• [ALNM-603] - Unpopulated cycle and daily modbus log entries should read as zero 

• [ALNM-605] - Conversion fix for Virtual Flow 

• [ALNM-610] - AfterFlow in Well Setup and Settings is being maxing out to 17h26m07s 

• [ALNM-615] - Device Log Casing-Line causes Assert Fail 

Improvement 

• [ALNM-581] - Update branding for IPS simulator to Superior 

Task 

• [ALNM-409] - Remove patent infiringing optimization code from the PIT Boss 

• [ALNM-528] - Remove Plunger Type from Wellsetup menu 

• [ALNM-584] - Remove multiple clients from virtual sensors 

http://jira.etcorp.int/browse/ALNM-233
http://jira.etcorp.int/browse/ALNM-317
http://jira.etcorp.int/browse/ALNM-384
http://jira.etcorp.int/browse/ALNM-515
http://jira.etcorp.int/browse/ALNM-532
http://jira.etcorp.int/browse/ALNM-533
http://jira.etcorp.int/browse/ALNM-534
http://jira.etcorp.int/browse/ALNM-555
http://jira.etcorp.int/browse/ALNM-572
http://jira.etcorp.int/browse/ALNM-576
http://jira.etcorp.int/browse/ALNM-578
http://jira.etcorp.int/browse/ALNM-582
http://jira.etcorp.int/browse/ALNM-585
http://jira.etcorp.int/browse/ALNM-588
http://jira.etcorp.int/browse/ALNM-596
http://jira.etcorp.int/browse/ALNM-599
http://jira.etcorp.int/browse/ALNM-602
http://jira.etcorp.int/browse/ALNM-603
http://jira.etcorp.int/browse/ALNM-605
http://jira.etcorp.int/browse/ALNM-610
http://jira.etcorp.int/browse/ALNM-615
http://jira.etcorp.int/browse/ALNM-581
http://jira.etcorp.int/browse/ALNM-409
http://jira.etcorp.int/browse/ALNM-528
http://jira.etcorp.int/browse/ALNM-584


 

Version 2.1.0 Software Release Notes 
 
Product: Plunger Lift Controller 
Date: December 6, 2016 
Release Number: 2.1.0 
Scope: New Feature Release. 
 

Bug 

• [ALNM-322] - Pressing a hot button should not advance the current menu 

• [ALNM-402] - Valve B Tank Afterflow Issue 

• [ALNM-510] - Optimization Velocity Source not available when using CP Rate Drop 

• [ALNM-514] - Turning off PAS causes checkfail in ValveB setup screen 

• [ALNM-554] - Fast Trip Source is not available 

• [ALNM-555] - Afterflow Setting Displays Wrong in Well Setup Menu 

• [ALNM-567] - Newer AST Sensors have changed their warm up time 

• [ALNM-568] - Firmware image got erased when connected to Netflow 

• [ALNM-574] - Sysdef error 25 (Sasquatch Set Time Fail) would always get flagged on 
simulator when PAS configured for velocity 

Hardware Issue 

• [ALNM-563] - Multiplex 3rd pressure transducer onto existing Expert controller 

Improvement 

• [ALNM-152] - Add the solar voltage into the Modbus map 

• [ALNM-291] - Move the Reset Error Log screen to before displaying the error log 

• [ALNM-387] - Move the Auto logout feature to the System menu 

• [ALNM-445] - Improve the ASSERT on the simulator 

• [ALNM-537] - Optimization Naming 

New Feature 

• [ALNM-438] - Dialog box to monitor and modify flash parameters in simulator 

• [ALNM-482] - Add Load factor calculations to controller 

• [ALNM-505] - Remove Max - Min optimization 

• [ALNM-556] - Open on tubing product option 

• [ALNM-558] - Switch back to previous optimization names for Afterflow, Close 

http://jira.etcorp.int/browse/ALNM-322
http://jira.etcorp.int/browse/ALNM-402
http://jira.etcorp.int/browse/ALNM-510
http://jira.etcorp.int/browse/ALNM-514
http://jira.etcorp.int/browse/ALNM-554
http://jira.etcorp.int/browse/ALNM-555
http://jira.etcorp.int/browse/ALNM-567
http://jira.etcorp.int/browse/ALNM-568
http://jira.etcorp.int/browse/ALNM-574
http://jira.etcorp.int/browse/ALNM-563
http://jira.etcorp.int/browse/ALNM-152
http://jira.etcorp.int/browse/ALNM-291
http://jira.etcorp.int/browse/ALNM-387
http://jira.etcorp.int/browse/ALNM-445
http://jira.etcorp.int/browse/ALNM-537
http://jira.etcorp.int/browse/ALNM-438
http://jira.etcorp.int/browse/ALNM-482
http://jira.etcorp.int/browse/ALNM-505
http://jira.etcorp.int/browse/ALNM-556
http://jira.etcorp.int/browse/ALNM-558


 
• [ALNM-559] - Add missing features to modbus map 

• [ALNM-562] - Open on Load Factor (Linn Energy) 

• [ALNM-564] - Use autocatcher valve to multiplex 3rd pressure transducer onto Expert 
controller 

• [ALNM-571] - Add compiler define for enabling Flow Differential Pressure (FDP) 

 

http://jira.etcorp.int/browse/ALNM-559
http://jira.etcorp.int/browse/ALNM-562
http://jira.etcorp.int/browse/ALNM-564
http://jira.etcorp.int/browse/ALNM-571


 

Version 2.0.0 Software Release Notes 
 
Product: Plunger Lift Controller 
Date: February 11, 2016 
Release Number: 2.0.0 
Scope: New Feature Release 

Bug 

• [ALNM-189] - Solar Voltage reading is not being reported correctly 

• [ALNM-323] - Controller Status Cannot Exceed 4 Characters 

• [ALNM-341] - Area overflow check fails 

• [ALNM-373] - Rate Drop doesn't run Min Afterflow 

• [ALNM-385] - The switch polarity feature is broken for line,casing,differential, and flow 

• [ALNM-395] - The controller does not go to close when the diff pressure goes below trip 

point 

• [ALNM-398] - The PAS enable, log1, and log2 screens in the inputs menu are not being 

enabled. 

• [ALNM-414] - Incorrect installation configuration for Priority Hammerhead Simulator and 

update faceplate png 

• [ALNM-425] - The "Vent->Clos" screen is still available when venting is set to use both 

Sales and B. It shouldn't be. 

• [ALNM-429] - The target rise rate screen is not present when optimization is set to casing 

rate drop optimization is enabled. 

• [ALNM-434] - When switching between the normal and expert version on the simulator 

the config params are not updated. 

• [ALNM-435] - The afterflow delay screen in the outputs menu is enabled when controller 

is set for chem inject 

• [ALNM-436] - Bring over fix from chemical injection branch screens becoming locked in 

read only mode 

• [ALNM-444] - Modbus heavy traffic test caused Assert 

• [ALNM-451] - PLSI Fast Trip Time Changing 

• [ALNM-454] - Controller optimizing Target and Rise time to 1 second 

• [ALNM-455] - High LP logging doesn't work in daily or total logs (Wellmaster Reported) 

• [ALNM-458] - Well Master Model 600 Reset 

• [ALNM-461] - Add optimization mode to the Alien Modbus Manual 

• [ALNM-476] - The Modbus manual is missing the non-arrival count in the totals log 

• [ALNM-481] - DO2 Menu Issue 

http://jira.etcorp.int:8090/browse/ALNM-189
http://jira.etcorp.int:8090/browse/ALNM-323
http://jira.etcorp.int:8090/browse/ALNM-341
http://jira.etcorp.int:8090/browse/ALNM-373
http://jira.etcorp.int:8090/browse/ALNM-385
http://jira.etcorp.int:8090/browse/ALNM-395
http://jira.etcorp.int:8090/browse/ALNM-398
http://jira.etcorp.int:8090/browse/ALNM-414
http://jira.etcorp.int:8090/browse/ALNM-425
http://jira.etcorp.int:8090/browse/ALNM-429
http://jira.etcorp.int:8090/browse/ALNM-434
http://jira.etcorp.int:8090/browse/ALNM-435
http://jira.etcorp.int:8090/browse/ALNM-436
http://jira.etcorp.int:8090/browse/ALNM-444
http://jira.etcorp.int:8090/browse/ALNM-451
http://jira.etcorp.int:8090/browse/ALNM-454
http://jira.etcorp.int:8090/browse/ALNM-455
http://jira.etcorp.int:8090/browse/ALNM-458
http://jira.etcorp.int:8090/browse/ALNM-461
http://jira.etcorp.int:8090/browse/ALNM-476
http://jira.etcorp.int:8090/browse/ALNM-481


 
• [ALNM-483] - Remote access lockup 

• [ALNM-487] - Certain Modbus Writes are Not Working as Expected 

• [ALNM-488] - Target Rise setting screen is not displayed when configuring the low rise 

feature 

• [ALNM-489] - Device Log Frequency, Clearing, and Correctness 

• [ALNM-491] - H:M:S Date/Time Register Not Consistent with User Guide 

• [ALNM-493] - Line/Tubing Sensor remain on even after being turned off in UI 

• [ALNM-496] - The modbus daily log reset coil is not working 

• [ALNM-501] - Pressure based optimizations should run afterflow for at least min afterflow 

• [ALNM-523] - Checkfails caused by large average velocities shown in log screens 

• [ALNM-524] - Sysdef error caused by unset controller time when attempting to set 

Sasquatch time 

Improvement 

•  [ALNM-272] - Return an error code in Slave Access Error Modbus registers when writing 

to a locked dataset 

• [ALNM-386] - Improve ETASSERT in jtag mode 

• [ALNM-416] - Enable Menu Auto logout regardless of Security Setting 

• [ALNM-453] - Modbus Fix 

New Feature 

• [ALNM-368] - Convert logs to store plunger velocity as opposed to rise time 

• [ALNM-369] - Add Sasquatch velocity sensor as new Arrival Sensor type 

• [ALNM-376] - Implement Modbus master on controller for use with the Sasquatch 

• [ALNM-379] - Add UI screen and process control to support Sasquatch on the controller 

• [ALNM-392] - Sasquatch support - phase one 

• [ALNM-393] - Sasquatch support - phase two 

• [ALNM-413] - Create Velocity Optimization mode 

• [ALNM-442] - Vent Count 

• [ALNM-447] - Add Total Cycles field to Total Log 

• [ALNM-492] - Support latest Sasquatch velocity code enumeration 

• [ALNM-506] - Add additional fields to version number 

• [ALNM-507] - Rename timer optimization types 

• [ALNM-508] - Automation Testing Framework 

• [ALNM-512] - Use Surface Velocity to describe velocity from a Sasquatch 

• [ALNM-513] - Make current time optimization the default 

http://jira.etcorp.int:8090/browse/ALNM-483
http://jira.etcorp.int:8090/browse/ALNM-487
http://jira.etcorp.int:8090/browse/ALNM-488
http://jira.etcorp.int:8090/browse/ALNM-489
http://jira.etcorp.int:8090/browse/ALNM-491
http://jira.etcorp.int:8090/browse/ALNM-493
http://jira.etcorp.int:8090/browse/ALNM-496
http://jira.etcorp.int:8090/browse/ALNM-501
http://jira.etcorp.int:8090/browse/ALNM-523
http://jira.etcorp.int:8090/browse/ALNM-524
http://jira.etcorp.int:8090/browse/ALNM-272
http://jira.etcorp.int:8090/browse/ALNM-386
http://jira.etcorp.int:8090/browse/ALNM-416
http://jira.etcorp.int:8090/browse/ALNM-453
http://jira.etcorp.int:8090/browse/ALNM-368
http://jira.etcorp.int:8090/browse/ALNM-369
http://jira.etcorp.int:8090/browse/ALNM-376
http://jira.etcorp.int:8090/browse/ALNM-379
http://jira.etcorp.int:8090/browse/ALNM-392
http://jira.etcorp.int:8090/browse/ALNM-393
http://jira.etcorp.int:8090/browse/ALNM-413
http://jira.etcorp.int:8090/browse/ALNM-442
http://jira.etcorp.int:8090/browse/ALNM-447
http://jira.etcorp.int:8090/browse/ALNM-492
http://jira.etcorp.int:8090/browse/ALNM-506
http://jira.etcorp.int:8090/browse/ALNM-507
http://jira.etcorp.int:8090/browse/ALNM-508
http://jira.etcorp.int:8090/browse/ALNM-512
http://jira.etcorp.int:8090/browse/ALNM-513


 
• [ALNM-520] - Surface Velocity Status Screen 

• [ALNM-521] - Sasquatch Test Screen 

• [ALNM-525] - Display modbus errors in status window and cycle log 

• [ALNM-530] - Modbus over TCP server in simulator 

Task 

• [ALNM-430] - The manual needs to be updated to more thoroughly describe the casing 

pressure rate drop optimization feature. 

• [ALNM-446] - Modbus slave fixes made in Profire need to be merged to Alien 

• [ALNM-478] - Update ALiEn2 faceplate in simulator 

• [ALNM-490] - Address comments found in merge request for ALNM-432 

• [ALNM-495] - Add manual authoring files to repository 

• [ALNM-497] - Add documentation of Sasquatch features, menus, connections, 

optimizations 

• [ALNM-498] - Discuss how to document optimization based off velocity 

• [ALNM-502] - Improve documentation of rate drop and pressure based optimizations 

• [ALNM-518] - Correct modbus error address in modbus error register description 

Sub-task 

• [ALNM-367] - Implement Modbus Master task on controller 

• [ALNM-375] - Implement the driver software for COM2 UART on the USART1 module. 

• [ALNM-377] - Implement application layer for Modbus master on controller 

• [ALNM-380] - Added process control software to support Sasquatch 

• [ALNM-381] - Add UI screens to support Sasquatch 

• [ALNM-382] - Add timer driver support on Timer_B 

• [ALNM-396] - Add plunger velocity readings from Sasquatch to controller logs 

• [ALNM-400] - Update the project files to support a separate build with flow code 

removed. 

• [ALNM-404] - Update the versioning to indicate if the build includes flow optimization. 

• [ALNM-405] - Add support to use the Sasquatch as the PAS and update build to 

include/exclude the functionality. 

• [ALNM-406] - Support for Sasquatch needs to be added to the simulator 

• [ALNM-408] - Add support to use the Sasquatch velocity for optimization 

• [ALNM-432] - Alter the on/off screen for the PAS to have three selections: Off, PAS, or 

Sasquatch 

• [ALNM-477] - Add more options for how Sasquatch velocity is used 

http://jira.etcorp.int:8090/browse/ALNM-520
http://jira.etcorp.int:8090/browse/ALNM-521
http://jira.etcorp.int:8090/browse/ALNM-525
http://jira.etcorp.int:8090/browse/ALNM-530
http://jira.etcorp.int:8090/browse/ALNM-430
http://jira.etcorp.int:8090/browse/ALNM-446
http://jira.etcorp.int:8090/browse/ALNM-478
http://jira.etcorp.int:8090/browse/ALNM-490
http://jira.etcorp.int:8090/browse/ALNM-495
http://jira.etcorp.int:8090/browse/ALNM-497
http://jira.etcorp.int:8090/browse/ALNM-498
http://jira.etcorp.int:8090/browse/ALNM-502
http://jira.etcorp.int:8090/browse/ALNM-518
http://jira.etcorp.int:8090/browse/ALNM-367
http://jira.etcorp.int:8090/browse/ALNM-375
http://jira.etcorp.int:8090/browse/ALNM-377
http://jira.etcorp.int:8090/browse/ALNM-380
http://jira.etcorp.int:8090/browse/ALNM-381
http://jira.etcorp.int:8090/browse/ALNM-382
http://jira.etcorp.int:8090/browse/ALNM-396
http://jira.etcorp.int:8090/browse/ALNM-400
http://jira.etcorp.int:8090/browse/ALNM-404
http://jira.etcorp.int:8090/browse/ALNM-405
http://jira.etcorp.int:8090/browse/ALNM-406
http://jira.etcorp.int:8090/browse/ALNM-408
http://jira.etcorp.int:8090/browse/ALNM-432
http://jira.etcorp.int:8090/browse/ALNM-477


 

Version 1.7.6 Software Release Notes 
 
Product: Plunger Lift Controller 
Date: October 10, 2014 
Release Number: 1.7.6 
Scope: Bug Fix Release 

Critical Notes 
• None 

New Features 
• Added new keypad faceplate for the Alien simulator. 

• Added the priority simulator including manuals. 

• Firmware includes changes for decreasing memory size and the addition of 

software support for COM2. Com 2 is not available on the menu. The software 

support is included but not used. 

Improvements 

• None 

Bug Fixes 

Outstanding Issues 

• None 

Outstanding Features 

• None 


